
Subject to technical alterations, tolerances and errors. • = separate accessory.

KALDEWEI PROFESSIONAL

 

Installed height (non-adjustable) c
1 49 mm

Installed height c
2 63-77 mm

Installed height c
3 75-99 mm

Installed height c
4 97-131 mm

Installed height c
5 131-164 mm

Space for wall tile h 10 mm

Top edge frame to top edge shower tray i 20 mm

Frame width k 48.5 mm

Recess to foot of frame m 35 mm

Installation height pipe connection with shower tray n 80 mm

Drain connection o 210 mm

 • For easy and secure floor-level installation of rectangular KALDEWEI shower surfaces 

 • Pre-assembled aluminium frame as perfect fit for the shower surface 

 • Complete system with all relevant installation components 

 • 3D Flex leg system with horizontal and vertical adjustment works around any 
obstacles in the floor 

 • More flexibility in coordinating trades – ESR can be positioned before or after 
screed recess, shower surface is installed last, after completion of all 
screed work and tiling

All adjustable units are included in delivery.

S "Spezial"

Verstelleinheit III

Verstelleinheit I

Verstelleinheit III+V

Verstelleinheit II

(Höhe nur bauseitig ausgleichbar)
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Spezial S
Height differences can only be compensated for  

Adjustment unit I

Adjustment unit III

Adjustment unit II

Adjustment unit III+V

INSTALLATION
KALDEWEI PROFESSIONAL

INSTALLATION SYSTEM ESR FLOORLEVEL


